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 ---CHECKLIST--- 

LNM START FlightPlan & Fuel
SIM START Position - Time - Fuel -  Weight
SIM LOAD Flight Plan
SIM SIOC SOUNDS OFF Set COM2 freq. 118.000
SIOC START RHO_SUB2_BB58 Script
SIOC SET VALUE FLT&LNDALT  LVLS  ATC  ADF
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  Pre-Start Checklist-- 

Parking Brake SET
Throttle IDLE
Avionics Master Switch OFF
Landing Gear Lever CHECK DOWN
Cowl Flaps OPEN
Flaps UP
Spoiler RETRACTED
Propeller HIGH RPM
Fuel Selector ON
* Fuel Flow CUTOFF [ Ctrl-Shift-F1 ]
BATT Master Switch ON = Start Total Flight Time
* Panel Light ON
* Beacon ON
Fuel Quantity CHECK
Engine Instruments CHECK
Flight controls FREE AND CORRECT
Avionics Master Switch ON
*  Check Weather (Atis, Flight Services)
Anti-Ice Switches As required
* SIOC Sounds ON SET Freq. COM2 135.950
PITOT HEAT ON

FlightPlan - vBird & vBase LOAD - START

  Startup Checklist--
* Recogn. Light ON
Engine Area CLEAR
Thrust Levers FULL
* Fuel Flow IDLE [ Ctrl-Shift-F4 ]
Fuel Boost Pump HIGH

until fuel flow PEAKS, then OFF
Thrust Levers IDLE

   START-UP & PUSH BACK---
Right Engine [2] START

Fuel Flow & Oil Pressure CHECK
ENG [2]  START BUTTON BOTH

Right Altenator [R ALT] ON
Left Engine [1] START

* repeat as ENG [2]
Propellor SYNC ON
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  Before Taxi Checklist--

* Strobe & Nav & Taxi Light ON
Heading Indicator/Altimeters/Speed SET
Standby Instruments SET
Radios and Avionics SET for Departure
* Check ILS Freq and Course TAKE-OFF RWY
Autopilot SET and OFF
Anti-Ice Switches As required
NAV/ADF/FMS SELECT
Flaps 8 DEG
Elevator Trim 2,2    TAKEOFF SETTING

RESET Gyro Direction (D)
RESET Barograph Meter (B) = Airport Mb

  Taxi Checklist--
Parking Brake RELEASE
* ANN.  WELCOME & SAFETY [ NAV1 ]
Taxi to assigned runway SPEED Max. 16 knots
Brakes CHECK during taxi
Turn Coordinator PROPER IND. during turns
* ANN. CREW SEATED near Holding [ NAV2 ]

Before Take-off Checklist   at the HOLDING--
* ANN. BEFORE TAKE-OFF CHECK [ ADF1 ] = Start Capt Flight Time
Parking Brake SET
PITOT Heat CHECK ON
* Landing Lights ON
* Beacon & Strobe Light ON
* Taxi Light OFF
Cowl Flaps CHECK OPEN
Throttle IDLE
Propellor HIGH RPM
Mixture CHECK FULL RICH
Elevator Trim 2,2    TAKEOFF SETTING
Flaps CHECK UP
Flight Instruments CHECKED
Engine Instruments CHECK
Takeoff Data (V1, VR, V2) CHECK (90, 95, 110)
Nav Equipment CHECK
Anti-Ice AS REQUIRED
Transponder ON STANDBY

* Report ready for departure
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  Take-off Checklist - after Clearance--

Smoothly increase thrust to FULL
Brakes RELEASE
V1 = 90 IAS (descision)
Vr = 95 IAS (rotate)
V2 = 110 IAS (safety speed)
GEAR UP At Positive Climb Rate

* ANN CHECKLIST AFTER TAKE-OFF Automatic by Script

  Climb-out Checklist--
* At   TA [STD ]   SET Altimeter to 1013mb
THROTTLE FULL  
 Autopilot CHECK and ACTIVATE
* Throttle AS REQUIRED
* Trim for 120 IAS / 1800 fpm
* Max IAS 140 IAS

  > 10.000 feet-- 
* Landing Light OFF
Set speed 170 IAS 

  Cruise Checklist--
* ANN CRUISE CHECKLIST Automatic by Script
* Cruise speed 170-180 IAS
* MAX Service Ceiling FL200
Engine & Instruments CHECK
Fuel Quantity CHECK
Cowl Flaps CLOSED
Radios TUNED and SET
Autopilot CHECK and SET
Anti-Ice AS REQUIRED
* Lights AS REQUIRED
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  Desent Checklist--

Atis/Airport Information CHECK
Altimeter CHECK
Radios SET
Anti-Ice AS REQUIRED
* Descent Speed  160 IAS

 At TL SET Altimeter to LOCAL mb
RESET Barograph Meter (B) = Airport Mb

Fuel Quantities and Balance CHECK
Flaps / Landing Gear CHECK UP
Cowl Flaps CLOSED

* Check Weather (ATIS, Flight Services)
  < 10.000 feett-- 

* Landing Light ON

Approach Checklist--
Avionics & Radios SET
Fuel Boost Pumps LO [mid]
Propchellor HIGH RPM
Mixture Fuul ri
Speed Establish 140 IAS
* Landing Lights CHECK ON
* Flaps SET APPR
Speed Establish 120 IAS
LANDING GEAR DOWN
* Flaps FULL

FINAL GLIDE SLOPE
Speed Establish 100 IAS
Elev Trim As Desired
Parking Brake VERIFY OFF
Anti-Ice AS REQUIRED

  Landing Checklist--
Landing Gear CHECK DOWN
* Flaps FULL DOWN

Landing Speed 95 IAS
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  < 300 feett-- 

AP & APP OFF
SPD  &  ALT &  HDG OFF

  AFTER LANDING-- 
THROTTLE IDLE
Brakes AS REQUIRED

***  LANDING RATE SHOW in ADF DISPLAY
= Stop Capt Flight Time

  Taxi to Ramp--
* ANN. AFTER LANDING CHECK [ DME ]
* Taxi Light ON
* Landing Light OFF
Anti-Ice OFF
Taxi Speed SPEED Max. 16 knots
Cowl Flaps OPEN
Flaps UP

  Shutdown Checklist--
Parking Brake SET
Throttle IDLE
Fuel Boost Pump OFF
Avionics OFF
* Nav & Lnd Light OFF
* Recogn. Light OFF
* Beacon & Strobe Light OFF
PITOT HEAT / Anti-Ice OFF
* Fuel Flow CUTOFF [ Ctrl-Shift-F1 ]

----  vBASE  STOP----

Fuel selectors OFF
Magnetos OFF
* Panel Light OFF
Proppelor Sync OFF

* SIOC Sounds OFF SET Freq. COM2 118.000

BATT Master Switch OFF = Stop Total Flight Time

CHECK TOTAL & CAPTAIN FLIGHT TIMES 

SAVE SITUATION AS REQUIRED


